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eléc tri ca.   
- Quite la fresa y separe el grupo motor del utilaje 
de cajeados, tal como se indica en los apartados 
6 y 16.
- Saque el tornillo "M1" (Fig. 3), con la llave "T1", 
y la placa de blocaje "U1". Desenrosque y retire el 
aro fi jación cabezal "L1" y extraiga el motor "N1" 
de su soporte.
- Introduzca el motor "N1" (Fig. 12), en el interior 
de la carcasa del cabezal "P1", haciendo co in ci dir 
el ta la dro "R1" del cabezal, con el ta la dro de blo-
queo del eje del motor y fi je el conjunto con el aro 
fi jación cabezal "L1".

 

22. NIVEL DE RUIDO Y VIBRACIONES
El nivel de ruido y vibraciones de esta he rra mien ta 
eléc tri ca ha sido medido de acuerdo con la Norma 
Europea EN50144.
El nivel de ruidos en el puesto de trabajo puede so bre -
pa sar los 85dB(A). En este caso, es ne ce sa rio que el 
usuario tome me di das de protección contra el rui do.

 

23. GARANTÍA
Todas las máquinas electroportátiles VIRUTEX, 
tie nen una garantía válida de 12 meses a partir 
del día de su suministro, que dan do ex clui das 
todas las ma ni pu la cio nes o daños oca sio na dos 
por ma ne jos in ade cua dos o por desgaste na tu ral 
de la má qui na.
Para cualquier reparación di ri gir se al Ser vi cio 
Ofi  cial de Asistencia VIRUTEX S.A.

 

VIRUTEX, se reserva el derecho de mo di fi  car sus 
pro duc tos sin previo aviso.

FC16I LOCK MORTISER 
(ILUSTRATIONS IN PAGE 30)

IMPORTANT
WARNING! Read these OPERATING INSTRUC-
TIONS and the attached GENERAL SAFETY 
INSTRUCTIONS LEAFLET carefully before using 
the machine. Make sure you have understood them 
before operating the machine for the fi rst time.
Keep both sets of instructions for any future 
queries.

 

1. TECHNICAL INFORMATION
Universal Motor.........................................50/60 Hz
Power.........................................................1,100 W
Speed when empty...........................23,000 min-1

Equivalent measured continuous 
acoustic pressure level..................................87 dB 

Acoustic power level..............................100 dB (A) 
Normal level of vibrations (hand-arm).....<2.5 m/s2

Maximum bit diameter...................................30 mm
Maximum trimming depth........................0-125 mm
Maximum trimming width.......................bit diameter
Maximum trimming length.....177 mm + bit diameter
Maximum opening of the clamp vises........190 mm
Maximum grip of the clamp vises...............13 mm
Side movement of the bit over 
thickness of door.....................................+/- 15 mm
Weight............................................................14 Kg

 

2. USE
The FC16I portable lock mortiser is an electrical 
tool, for the trimming of mortises to mount door 
locks, mortise assemblies, etc.

 

3. MACHINE HANDLING SAFETY 
INSTRUCTIONS 
WARNING! Ensure that the person who is to use 
this machine reads these OPERATING INSTRUC-
TIONS and the enclosed GENERAL SAFETY INS-
TRUCTIONS LEAFLET carefully and understands 
them before starting work. 
- Before connecting the machine, ensure that the 
power supply voltage corresponds to that indicated 
on the characteristics plate.
- To change the bit or carry out any other operation 
close to the cutting head, disconnect the machine 
from the mains.
- Use safety goggles when working with the 
trimmer.
- Do not start the motor if the machine chassis has 
been removed.
- Check the power supply cable to make sure it 
does not twist during use. 
- Always start the trimmer using the main switch 
lever.
- Once the trimmer has been placed on the part 
to be trimmed, always move the tool using the 
carriage advance crank handle. Never push it by 
hand or with extraneous tools.
- Ensure that the motor is at a com ple te standstill 
before removing the trimmer from the completed 
mortise.
- Always use bits of the correct diameter, correctly 
mounted on the serrated axis.
- Never use bits that are incorrect, defective or in 
bad condition. Use only authentic VIRUTEX bits 
and spare parts.

 

4. STANDARD UNIT
The following elements are included in the box:
- Lock mortiser FC16I
- Service keys.
- Detachable height bar in 4 sections and a door 
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limiter.
- Mortising trimmer bit, 16 mm diameter.
- Four clamp vise protectors for pre ci se jobs.
- Operating Instructions and miscellaneous do-
cumen-tation.

 

5. ASSEMBLING THE CARRIAGE 
ADVANCE HANDLE
WARNING! Check that the trimmer is disconnected 
from the mains.
 - Match the rectangular carriage forward handle 
slot "A" to the planes of the shaft "B". Fit washer 
"C" and screw "D", as shown in (Fig. 1). Tighten 
screw "D" with spanner "F", to hold the carriage 
advance handle in place.
- MAKE SURE NOT TO KNOCK THE SURFACE 
OF ADVANCE HANDLE "A".

 

6. MOUNTING THE CUTTING TOOLS
WARNING! Check that the trimmer is disconnected 
from the mains.
- The mortising trimmer is supplied with a 16 mm 
diameter bit mounted on the end of the spline 
shaft.
To change the bit, lock the spline shaft by its 
planes with key "E1" (Fig. 2), unscrew the bit "G" 
with key "F" and replace with one of the required 
diameter.

 

7. SWITCH
Cut-out box "FI" (Fig. 7) is equipped with lever "Y" 
for starting up the machine and lateral fi xing stop 
"Z" (Fig. 7, 11). To start it up, activate fi xing stop 
"Z" and, without releasing it, push forward lever 
"Y", thus keeping the machine running.
When lever  "Y" is pushed forward with the machine 
running, stop "Z" loosens automatically and the 
machine comes to a halt. 
The switch's fi xing stop "Z" prevents the machine 
from starting up accidentally.
  

8. ADJUSTING THE TRIMMING WIDTH
- Measure the widest point, "N", of the lock box, 
including any protuberance it may have (Fig. 4). 
DO NOT INCLUDE the exterior decorative face 
of the lock.
WARNING! Check that the trimmer is disconnected 
from the mains.
- Place a mortising trimmer bit of the measurement 
taken or slightly larger, according to the instructions 
in section 6.
  

9. ADJUSTING THE TRIMMING LENGTH
- Measure the longest point, "H", of the lock box, 
including any protuberance it may have (Fig. 4). 
DO NOT INCLUDE the exterior decorative face 

of the lock.
WARNING! Check that the trimmer is disconnected 
from the mains.
- To adjust the machine to the required trimming 
length "H", loosen nut "P" (Fig. 5) with key "F" and 
move screw knob "R" until the length indicator "S" 
reaches the desired measurement "H", then tighten 
nut "P" in this position. 
WARNING! Be sure to tighten nut "P" (Fig. 5); if 
not, this may cause the trimming length adjustment 
mechanism to break.
The centring of the bit over the thickness of the 
door or the part to be mortised is automatic if the 
small plates "J1" (Fig. 7) are in the "0" position on 
the two clamp vise guides "V1" (Figs. 7 and 9).
  

10. ADJUSTING THE TRIMMING DEPTH
- Measure the depth "T" (Fig. 4) of the lock box in-
cluding any protuberance it may have at the bottom, 
the thickness of the exterior decorative face and an 
additional few centimetres as allowance. 
WARNING! Check that the trimmer is disconnected 
from the mains.
- The trimming depth is controlled by the gradua-
ted rule "U2" (Fig. 6), marked in 1 mm divisions. 
Loosen knob "W" and position ring "V" so that the 
inside face co in ci des with the required depth, then 
tighten knob "W" in this position.

 

11. TEST TRIMMING
- Having made the prior adjustments as explai-
ned in the above sections, it is recommended to 
check the results of the latter with the dimensions 
of the lock box to be mounted by carrying out a 
test trimming. 
- Secure a 4x15 cm section wooden beam vertically 
in the bench screw or fi x well by other means. 
WARNING! Check that the trimmer is disconnected 
from the mains.
- Loosen knob "K" (Fig. 9). Turn the locking bar "J" 
(Figs. 6 and 9) to the horizontal position and help 
the motor to rise by supporting it manually, until it 
reaches the end of its path.
- Place the mortising trimmer on the wooden beam 
(Fig. 7) so that the slot of the position bar "D1" (Fig. 
8), which marks the centre of the tool, coincides 
with the centre line of the mortising outline. Fasten 
the trimmer on the beam and fi rmly fi x the clamp 
vises "X" (Fig. 7) using the crank handles "K1" 
(Figs. 7 and 9). 
- Check that the advance crank handle "A" (Fig. 7) 
is able to turn freely over the whole path. 
- Turn locking bar "J" (Fig. 6) to the vertical position 
to gear the trimming depth advance mechanism.
WARNING! Check to ensure that the motor switch 
is in the "ON" position and that lateral fi xing stop 
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"Z" (Fig. 7) is loosened. 
- Disconnect the lock mortiser from the mains.
- Start up the motor, pushing lever "Y" (Fig. 7) and 
fi x it with fi xing stop "Z". 
- Turn the advance crank handle "A" (Fig. 7) repea-
tedly to effect a synchronised tool advance, both 
lengthways and in depth, to the end of the path as 
fi xed in section 10.
- Stop the machine by activating lever "Y" (Fig. 7).
WARNING! Disconnect the trimmer from the 
mains.
- Turn locking bar "J" (Fig. 6) to the horizontal 
position, so freeing the tool advance mechanism 
and help the motor to return by supporting it with 
both hands to the end of its path. 
- Remove the trimmer from the wooden beam and 
check the fi t of the lock in the trimmed setting, in 
case it needs any readjustment.
  

12. MORTISING EDGE 
TRIMMING ON A DOOR
Once the test trimming has been done and the 
resulting box checked to see that it correctly fi ts the 
lock, the door may be trimmed as follows:
- Place the door vertically and fasten well so that 
it does not move. If the door is already mounted 
on the frame, place wedges under it to prevent it 
from moving.
- Place the lock against the door so that the path 
to the knob or handle is at the required height from 
the fl oor. On the front edge of the door, mark the 
centre of the Lock box (Fig. 8).
WARNING! Check that the trimmer is disconnected 
from the mains.
- Follow the instructions in section 12 above for the 
placing of the mortising trimmer on the door and 
the trimming of the box for the lock.
  

13. PRODUCTION TRIMMING 
ON SEVERAL DOORS
- Should you wish to trim several doors and posi-
tion the locks at the same height, we recommend 
you use the height bar "A1" (Fig. 9) to simplify 
this operation. 
To do this, having determined the height of the lock 
on the fi rst door, and placed the machine in the 
trimming position, mount the four height bars "A1" 
(Fig. 9) and insert them in the clamp vise apertures 
"X" (Figs. 7 and 9), so that the end limiter disc "A2" 
(Fig. 9) has its limit at the upper edge of the door, 
and then fi x the height bar "A1" in this position with 
the knobs "B1" (Fig. 7). For the following door, you 
will only need to place the machine, with the limiter 
disc "A2" (Fig. 9) of the height bar "A1" resting on 
the upper edge of the door, and fi x the clamp vises 
in this position, so making all the locks remain at 

the same height.
The height bar "A1" (Fig. 9) without the limiter disc 
"A2" (Fig. 9) may also be used, if desired, as a 
height reference relative to the fl oor.
  

14. HORIZONTAL MORTISING
To work with the FC16I hor i zon tal ly, for example to 
mor tise doors before hang ing them, it is advisable 
to dis con nect the damper "T1" (Fig. 9) to leave the 
move ment of carriage "U1" free of its pres sure.
To do this, loosen nut "P" (Fig. 5) with key "F" 
and by moving the screw knob "R", advance the 
length indicator "S" towards the end of stroke 
limiter "A1".
Remove knob "S1" (Fig. 9) that fas tens silencer 
"T1" so that this is dis con nect ed. Keep knob "S1" 
in a safe place for later use. Fi nal ly, adjust the 
length of the mor tis ing required, as de scribed in 
section 9, before starting work with the ma chine, 
as it must nev er operate at the end of stroke, over 
the maximum length.
  

15. CORRECTIONS FOR 
OVERLAPPING DOORS
For mortise trimming of doors with overlap, the 
centring of the machine and the depth of the edge 
trimming should be changed, as follows:
WARNING! Check that the trimmer is disconnected 
from the mains.
- To centre the machine over the section of the 
door without overlap, loosen the screws "Q", which 
lock the clamp vises "X", with key "F" (Fig. 10), and 
move the plates "J1" to the overlap side, half the 
width of this in mm, and fi x the screws "Q" again 
in this position. 
- When the trimming depth is adjusted, as explai-
ned in section 10, the limiter ring "V" (Fig. 6) must 
be positioned at a height on the scale "U2" (Fig. 
6) which is the sum of the depth necessary for 
the lock "T", (Fig. 4), plus the height of the door 
overlap, since the machine will be supported on 
this overlap.
  

16. DUST COLLECTOR ATTATCHMENT
- The FC16I mortising trimmer is equipped with a 
no zzle, "D2" (Figs. 8 and 9) which, when mounted 
on the position bar "D1" (Fig. 8) over the opening 
of the box to be made, allows the connection of 
the Virutex AS182K, AS282K dust collector or 
another In dus trial Dust Collector for the collection 
of trimming chips.
  

17. REMOVING THE MOTOR
WARNING! Make sure that the trimmer is discon-
nected from the mains.
Should the mortising trimmer motor need to be 
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re mo ved in order to use it with the CA16I router 
head, fi rst dismount the bit "G" (Fig. 2) as explained 
in section 6.
Next remove the limiter nut "H" (Fig. 3) and the joint 
"I". Loosen the knob "K" (Fig. 3), turn the locking 
bar "J" 90º to release the catch axis, and pull out 
the motor with both hands until it has come free 
from its guide columns.

17.1. REMOVING THE SPLINE SHAFT
In order to change the spline shaft "M" (Fig. 3), 
fi rst dismount the bit "G" (Fig. 2) as explained in 
section 6.
Place the lock pin "L" (Fig. 3) in the central aperture 
of the chassis until the motor axis is locked and 
remove the spline shaft "M" with the key "E".
  

18. CHANGING THE BRUSHES
WARNING! Make sure that the machine is dis-
connected from the mains before any handling 
is done.
- The brushes should be changed when they are 
a minimum of 5 mm long. To do this, dismount the 
switch box "F1" (Fig. 11), removing the screws 
"G1" which fasten it.
Remove the plugs "H1" which fasten the brushes 
"I1" and replace with new ori gi nal VIRUTEX ones, 
checking that they slide smoothly on the inside of 
the guides. Ensure when mounting the switch box 
"F1" again that the cables are properly positioned 
inside. It is advisable to leave the machine running 
for a few minutes after a change of brushes. Take 
advantage of the change of brushes to check the 
state of the collector. If this shows signs of burns or 
wear and tear, it is advisable to take it to VIRUTEX 
technical service for repair.
  

19. LUBRICATION AND CLEANING
- The machine is supplied completely lubricated 
from the factory, and does not require any spe-
cial care throughout its useful life. It is important 
always to clean the machine carefully after use, 
with a dry air jet. 
Always keep the power supply cable in perfect 
condition.
  

20. OPTIONAL TOOLS AND ACCESSORIES
- Bits available for the FC16I mortising trimmer:
 NUMBER EXT. DIAM. HEIGHT 
 1640127 16 mm 13.5 mm
 1640150 17 mm 13.5 mm 
 1640128 18 mm 13.5 mm 
 1640129 21 mm 13.5 mm 
 1640130 23 mm 13.5 mm 
 1640131 25 mm 13.5 mm 
 1640132 30 mm 13.5 mm

 1640140 Drilling bit Ø 24 

- The motor of the mortising trimmer may be 
converted to a router (Fig. 12) by purchasing  the 
CA16I HEAD (Ref. 1600150)
  

21. CONVERTING THE FC16I 
INTO A ROUTER
WARNING! Disconnect the trimmer from the 
mains supply. 
- Remove the bit and separate the motor unit 
from the mortising trimmer tool kit, as indicated in 
sections 6 and 16.
- Remove screw "M1" (Fig. 3) with key "T1" and 
also the locking plate "U1". Unscrew and remove 
the head fi xing ring "L1" and remove motor "N1" 
from its support.
- Insert motor "N1" (Fig. 12), into the head casing 
"P1", making the bore hole "R1" of the head coincide 
with the locking bore hole of the motor axis and fi x 
the unit with the head fi xing ring "L1".
  

22. NOISE AND VIBRATION LEVEL
The noise and vibration levels of this electrical 
device have been measured according to the 
European stan dard EN50144.
The noise level in the workplace can exceed 85 
dB(A), in which case it is necessary for the user 
to take noise protection measures.
  

23. WARRANTY
All VIRUTEX power tools are guaranteed for 12 
months from the date of purchase, excluding any 
domage which is a result of incorrect use or of 
natural wear and tear on the machine. 
All repairs should be carried out by the offi cial 
VIRUTEX technical assistance service.
  

VIRUTEX reserves the right to modify its products 
without prior notice.

MORTAISEUSE FC16I
(FIGURES EN PAGE 30)

IMPORTANT
ATTENTION! Avant d'utiliser la machine, lisez 
attentivement ce MANUEL D'INSTRUCTIONS et 
la BROCHURE D'INSTRUCTIONS GÉNÉRALES 
DE SÉCURITÉ qui vous sont fournis avec cette 
machine. Assurez-vous de bien avoir tout compris 
avant de commencer à travailler sur la machine.
Gardez toujours ces deux manuels d'instructions 
à portée de la main pour pouvoir les consulter, en 

Français
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